Ore Sizer OM Series VSI Crushers
OM 50,80 and 100 Machine Specification
Manufacturer:


Ore Sizer (UK) Ltd.  All fabrications made in England

Type:



Ore Sizer OM 50,80and 100 Series 
Motor type:


TEFC V% Eff1 Motors 
Unit Length:


4.5 Metres

Unit Width:


2.45 Metres

Unit Height (without legs):
2.5 Metres

Unit Height with legs:

4.5 Metres

Unit Weight:


OM 50, 11.5 Tons. OM 80, 12.5 Tons. OM 100, 14.0 Tons
OM 50,80and 100 Machine Capacities:

Min / Max Through puts:
25 to550 tons per hour.

Max feed size:


OM 50 = 45mm. OM 80 = 65 mm. OM 100 = 75mm.
Max production Sand:

220 tons per hour (depending on feed size and type)

Feed hopper opening:

2 Metres (round)

Discharge hopper opening:
750mm square (750mm below crusher base)

Rotor Type and size:

Ultra 2 – 29” 3/5 port. 35” 3,5, and 6 port. 40” 7and 8 port 
Hydraulics:
Denison power pack and Rams

Paint specification:
Two part epoxy pack with preparation as follows:

Full shot blast and high density zinc based primer.  Two coats undercoat, followed by two part epoxy pack paint system.

All fabrication and materials are sourced and supplied from within the United Kingdom.

Installation Information and Dynamic Loadings..
OM50 OM80 and OM 100 Will vary in total weight between 12.75 tonnes to 14.5 tonnes. For safety we have calculated the Dynamic loading using the heaviest machine of 14.5 tonnes which give a Dynamic loading on each of the four legs of 38.5 kN. A typical concrete support pad would have a thickness of not less than 250mm and be suitably reinforced 
Ore Sizer reserves the right to modify and change the above specification in accordance with the Company’s continued programme of development and improvement.

Ore Sizer is the registered trade mark (no. 2034079) of Ore Sizer (UK) Ltd and all its products.
